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MNDN-040-LLST Stabilized In line G 3/8"

In line

In line

G 3/4"

G 1"

MNDN-120-LLST Stabilized

MNDN-200-LLST Stabilized

MNDN-040-LLSV

Stabilized, with brake releaseMNDN-200-LLSV

Stabilized, with brake releaseMNDN-120-LLSV

G 1"

G 3/4"

In line

In line

G 3/8"In lineStabilized, with brake release

MNDN-040-LLPT Stabilized and brake, dual setting In line G 3/8"

In line

In line

G 3/4"

G1"

MNDN-120-LLPT Stabilized and brake, dual setting

MNDN-200-LLPT Stabilized and brake, dual setting

Stabilized and brake, dual setting, with brake release

Stabilized and brake, dual setting, with brake release

Stabilized and brake, dual setting, with brake release

MNDN-040-LLPV

MNDN-200-LLPV

MNDN-120-LLPV

G 1"

G 3/4"

In line

In line

G 3/8"In line

C2 C1

V1V2 T

C1

V1V2

T

C3

C2

C1

V1V2 T

C2

C2 C1

V1

T

V2 C3

9.01.010

9.02.040

9.03.070

9.04.100

9.02.050

9.01.020

9.03.080

9.04.110

9.01.030

9.02.060

9.04.120

9.03.090

120 (32)

40 (11)

200 (53)

300 (4300)

300 (4300)

300 (4300)

200 (53)

40 (11)

120 (32)

120 (32)

40 (11)

200 (53)

120 (32)

40 (11)

200 (53)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

300 (4300)

SECTION 9

MOTION CONTROL VALVES
PageInstallation Main port

sizeValve typeValve
description

Hydraulic
scheme

Max.
pressure

bar (psi)

Rated
flow

l/min (gpm)
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index index

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0
16 4032248

2,2 6,6 8,8 114,4

0

0 gpm

 l/min

11
0

4,
33

99 3,90

49 1,93

55
2,

17

8 0,31
8

0,
31

94
3,

70

62,5 2,46 9,1 0,36
170,6 6,72

C1

V1

V2

C2

75,5 2,97

19
,5

0,
77

30
1,

18

80
3,

15

19,5 0,77
49,5 1,95

12 0,47
24 0,94

N
°2

 H
ol

es
 M

8
0,

31

69 2,72
73,5 2,89

75,5 2,97

49
,5

1,
95

9:1 150 bar
(2200 psi)

100-300 bar
(1400-4300 psi)

119 bar/turn
(1700 psi/turn)

MN000029 MNDN-040-LLST-03-G38-N300 3:1

V1,V2,C1,C2: G 3/8"
T: G 3/8"
                    V1,V2,C1,C2: G 3/8"
T: G 3/8"
                    

C2 C1

V1V2 T

V2-C2
C2-V2

119 bar/turn
(1700 psi/turn)

100-300 bar
(1400-4300 psi)

150 bar
(2200 psi)

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

2,65 kg

300 bar

See technical spec.
 

40 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(11 gpm)

(5,84 lbs)

Dimensions: mm [inches]

MNDN-040-LLST-09-G38-N300MN000023

MNDN-040-LLST STABILIZED

Revision B1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index index

0 48 120967224

6,4 19,2 25,6 3212,80 gpm

 l/min

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0

25
0,

98

128 5,0467,3 2,65

 N°2 Holes M10

9 0,35
99 3,90

35
1,

38

20
0,

79

61 2,40

64
2,

52
11

0
4,

33

10 0,39

9
0,

35C2

V2

V1

C1
25 0,98

65 2,56

36
1,

42
92

3,
62

90 3,544,5 0,18

12
8

5,
04

6,
5

0,
26

6,
5

0,
26

99 3,90

65
2,

56

8:1 V1,V2,C1,C2 : G3/4"
T : G 1/2"

3:1 V1,V2,C1,C2 : G3/4"
T : G 1/2"MNDN-120-LLST-03-G34-N300MN000012

C2

TV2 V1

C1

V2-C2

C2-V2

150 bar
(2200 psi)

70-210 bar
(1000-3000 psi)

73 bar/turn
(1000 psi/turn)

111 bar/turn
(1600 psi/turn)

100-300 bar
(1400-4300 psi)

150 bar
(2200 psi)

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

5,06 kg

300 bar

See technical spec.
 

120 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(32 gpm)

(11,16 lbs)

Dimensions: mm [inches]

MNDN-120-LLST-08-G34-N300MN000013

MNDN-120-LLST STABILIZED

Revision D1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium



index index

9.01.030 Rev. 03/23

index index

0

36

0

6

12

30

18

24

p
sib

a
r

500

75

150

400

250

350

 l/min

gpm0 21,2 5342,431,810,6

40 120 160 200800

125,5 4,9431
1,

22

N°2  Holes M12 

25
0,

98
35

1,
38

158 6,22

15
8

6,
22

76 2,99

79
3,

11

7,
5

0,
30

7,
5

0,
30

7,5 0,30 86 3,39

10 0,39

V1

V2

C1

C2

125,5 4,94
79

3,
11

11
0

4,
33

4,
5

0,
18

11
1

4,
37

47
1,

85

79 3,11
31 1,22

8:1 V1,V2,C1,C2: G1"
T: G1/2"

C2

V2 V1

C1

T

C2-V2

V2-C2

150 bar
(2200 psi)

120-300 bar
(1700-4300 psi)

65 bar/turn
(900 psi/turn)

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

9,5 kg

300 bar

See technical spec.
 

200 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(53 gpm)

(20,97 lbs)

Dimensions: mm [inches]

MNDN-200-LLST-08-G10-N300MN000020

MNDN-200-LLST STABILIZED

Revision B1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index indexindex index

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0
16 4032248

2,2 6,6 8,8 114,4

0

0 gpm

 l/min

11
0

4,
334,

5
0,

18
17 0,67

50 1,97
55

2,
17

8 0,31

8
0,

31
94

3,
70

C1

V1

V2
C2

75,5 2,97

99 3,90

19
,5

0,
77

62,5 2,46 9,1 0,36
170,6 6,72

30
1,

18
80

3,
15

19,5 0,77
49,5 1,95

69 2,72
73,5 2,89

12 0,47
24 0,94

N
°2

 H
ol

es
 M

8 

49
,5

1,
95

75,5 2,97

9:1 V1,V2,C1,C2,T: G 3/8"
C3: G 1/4"
V1,V2,C1,C2,T: G 3/8"
C3: G 1/4"9:1

MNDN-040-LLSV-03-G38-N300MN000033

3:1 V1,V2,C1,C2,T: G 3/8"
C3: G 1/4"

V1,V2,C1,C2,T: G 3/8"
C3: G 1/4"3:1

MNDN-040-LLSV-03-G38-N200MN000034

C1

V1V2

C2

T

C3

C2-V2

V2-C2

63 bar/turn
(900 psi/turn)

100-300 bar
(1400-4300 psi)

150 bar
(2200 psi)
150 bar
(2200 psi)

119 bar/turn
(1700 psi/turn)

70-150 bar
(1000-2200 psi)

70-150 bar
(1000-2200 psi)

119 bar/turn
(1700 psi/turn)

150 bar
(2200 psi)

150 bar
(2200 psi)

63 bar/turn
(900 psi/turn)

100-300 bar
(1400-4300 psi)

MN000032 MNDN-040-LLSV-09-G38-N200

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

2,66 kg

300 bar

See technical spec.
 

40 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(11 gpm)

(5,86 lbs)

Dimensions: mm [inches]

MNDN-040-LLSV-09-G38-N300MN000008

MNDN-040-LLSV STABILIZED
WITH BRAKE RELEASE

Revision B1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index index

0 48 120967224

6,4 19,2 25,6 3212,80 gpm

 l/min

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0

56
2,

20
64

2,
52

21 0,83

61 2,40

128 5,0467,3 2,65

9
0,

35
11

0
4,

33

10 0,39

9 0,35

C1

V1

V2

C2

 N°2 Holes M10

20
0,

79

35
1,

38

99 3,90

25
0,

98

25 0,98

65 2,56

36
1,

42
92

3,
62

12
8

5,
04

7,
8

0,
31

7,
8

0,
31

90 3,54

65
2,

56

99 3,90

8:1 V1,V2,C1,C2: G 3/4"
T: G 1/2"; C3: G 1/4"

MN000015 MNDN-120-LLSV-03-G34-N300 3:1 V1,V2,C1,C2: G 3/4"
T: G 1/2"; C3: G 1/4"

C2-V2

V2-C2

T

C1

V1V2 C3

C2

111 bar/turn
(1600 psi/turn)

150 bar
(2200 psi)

100-300 bar
(1400-4300 psi)

100-300 bar
(1400-4300 psi)

150 bar
(2200 psi)

111 bar/turn
(1600 psi/turn)

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

5,03 kg

300 bar

See technical spec.
 

120 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(32 gpm)

(11,09 lbs)

Dimensions: mm [inches]

MNDN-120-LLSV-08-G34-N300MN000014

MNDN-120-LLSV STABILIZED
WITH BRAKE RELEASE

Revision D1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index index

0

36

0

6

12

30

18

24

p
sib

a
r

500

75

150

400

250

350

 l/min

gpm0 21,2 5342,431,810,6

40 120 160 200800

125,5 4,9431
1,

22

N°2 Holes M12 

25
0,

98
35

1,
38

158 6,22

15
8

6,
22

72
2,

83

24 0,94

11
,5

0,
45

13
5

5,
31

10 0,39
7,

5
0,

30
7,

5
0,

30

86 3,39

79
3,

11

76 2,99
7,5 0,30

C2

V2

C1

V1

11
1

4,
37

47
1,

85

31 1,22

79 3,11

125,5 4,94
79

3,
11

11
0

4,
33

4,
5

0,
18

8:1 V1,V2,C1,C2: G1"
T: G1/2"; C3: G 1/4"

C2-V2

V2-C2

C2

C3

T

V2 V1

C1

65 bar/turn
(900 psi/turn)

120-300 bar
(1700-4300 psi)

150 bar
(2200 psi)

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

9,5 kg

300 bar

See technical spec.
 

200 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(53 gpm)

(20,97 lbs)

Dimensions: mm [inches]

MNDN-200-LLSV-08-G10-N300MN000021

MNDN-200-LLSV STABILIZED
WITH BRAKE RELEASE

Revision C1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index index

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0
16 4032248

2,2 6,6 8,8 114,4

0

0 gpm

 l/min

11
0

4,
33

55
2,

17

51 2,01

99 3,90

8
0,

31
94

3,
70

47,6 1,8762,5 2,46

4,
5

0,
18

92 3,62
C2

V2

V1

C1

75,5 2,97

19
,5

0,
77

69
2,

72
4,

5
0,

18

49,5 1,95

19,5 0,77

30
1,

18
80

3,
15

 N
°2

 H
ol

es
 M

8

12 0,47

24 0,94

49
,5

1,
95

75,5 2,97

9:1 V1,V2,C1,C2: G3/8"
T: G3/8"

300 bar (4300 psi)
120 bar (1700 psi)

Start:
Brake:

V2-C2

C2-V2

119 bar/turn
(1700 psi/turn)

100-300 bar
(1400-4300 psi)

TV2 V1

C1C2

For other configurations/quick codes not available in this catalogue page please
consult factory

DescriptionQuick
code

ORDERING CODES

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

2,78 kg

300 bar

See technical spec.
 

40 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)

Adjustment 
range

(4300 psi)

(11 gpm)

(6,13 lbs)

Dimensions: mm [inches]

MNDN-040-LLPT-09-G38-N300MN000024

MNDN-040-LLPT SOFT STOP
DUAL SETTING

Revision B1

Pressure
increasePilot ratio

Setting: at least 1.3 times the load induced pressure.

Main ports size

Aluminium
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index index

0 48 120967224

6,4 19,2 25,6 3212,80 gpm

 l/min

350

250

400

150

75

500

b
a

r

p
si

24

18

30

12

6

0

36

0

65
2,

56

128 5,0467,3 2,65

20
0,

79

35
1,

38

N°2 Holes M10 

29 1,14

45,5 1,79

61 2,40

64
2,

52

9
0,

35
11

0
4,

33

10 0,39

C2

C1
V1

V2

25 0,98

65 2,56

36
1,

42
92

3,
62

12
8

5,
04

90 3,54
4,5 0,18

7,
8

0,
31

7,
8

0,
31

65
2,

56

99 3,90

V1,V2,C1,C2 : G3/4"
T : G 1/2"8:1

MN000047

MN000016

MNDN-120-LLPT-03-G34-N300

MNDN-120-LLPT-03-G34-N200

3:1

3:1

V1,V2,C1,C2 : G3/4"
T : G 1/2"
V1,V2,C1,C2 : G3/4"
T : G 1/2"

TV2 V1

C1C2

V2-C2

C2-V2

100-300 bar
(1400-4300 psi)

111 bar/turn
(1700 psi/turn)

Start:
Brake:

300 bar (4300 psi)
120 bar (1700 psi)

300 bar (4300 psi)
120 bar (1700 psi)

Start:
Brake:

111 bar/turn
(1700 psi/turn)

100-300 bar
(1400-4300 psi)

180 bar (2600 psi)
  90 bar (1300 psi)

Start:
Brake:

73 bar/turn
(1000 psi/turn)

70-210 bar
(1000-3000 psi)

For other configurations/quick codes not available in this catalogue page please
consult factory

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

5,14 kg

300 bar

See technical spec.
 

120 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS
(4300 psi)

(32 gpm)

(11,33 lbs)

Dimensions: mm [inches]

MNDN-120-LLPT-08-G34-N300MN000017

MNDN-120-LLPT SOFT STOP
DUAL SETTING

Revision E1

Setting: at least 1.3 times the load induced pressure.

Aluminium

DescriptionQuick
code

ORDERING CODES
Standard

setting
Q=5 l/min (1,3 gpm)

Adjustment 
range

Pressure
increasePilot ratio Main ports size



index index
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index index

0

36

0

6

12

30

18

24

p
sib

a
r

500

75

150

400

250

350

 l/min

gpm0 21,2 5342,431,810,6

40 120 160 200800

125,5 4,9431
1,

22

N°2 Holes M12 

25
0,

98

35
1,

38

158 6,22

15
8

6,
22

11
,5

0,
45

13
5

5,
31

10 0,39

7,
5

0,
30

7,
5

0,
30

53,3 2,10 86 3,39

79
3,

11

76 2,99

V2

V1

C1

C2

79
3,

11

32,5 1,28

11
0

4,
33

4,
5

0,
18

11
1

4,
37

47
1,

85

79 3,11

31 1,22

8:1 V1,V2,C1,C2 : G1"
T : G1/2"

300 bar (4300 psi)
120 bar (1700 psi)

Start:
Brake:

65 bar/turn
(900 psi/turn)

100-300 bar
(1400-4300 psi)

C2-V2

V2-C2

TV2 V1

C1C2

For other configurations/quick codes not available in this catalogue page please
consult factory

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

9,8 kg

300 bar

See technical spec.
 

200 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS
(4300 psi)

(53 gpm)

(21,61 lbs)

Dimensions: mm [inches]

MNDN-200-LLPT-08-G10-N300MN000004

MNDN-200-LLPT SOFT STOP
DUAL SETTING

Revision B1

Setting: at least 1.3 times the load induced pressure.

Aluminium

Adjustment 
range

Pressure
increaseDescriptionQuick

code

ORDERING CODES
Standard

setting
Q=5 l/min (1,3 gpm)

Pilot ratio Main ports size
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index indexindex index

350

250

400

150

75

500

b
a

r

p
si

24

18

30
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6

0

36

0
16 4032248

2,2 6,6 8,8 114,4

0

0 gpm

 l/min

17 0,67
51 2,01

11
0

4,
334,

5
0,

18
55

2,
17

8
0,

31
94

3,
70

7 0,28

V1

V2

C1

C2

75,5 2,97

19
,5

0,
77

69
2,

72
73

,5
2,

89

4,
5

0,
18

99 3,9062,5 2,46

209,1 8,23

47,6 1,87

30
1,

18
80

3,
15

19,5 0,77

49,5 1,95

 N
°2

 H
ol

es
 M

8

12 0,47

24 0,94

75,5 2,97

49
,5

1,
95

9:1 V1,V2,C1,C2,T: G 3/8"
C3 : G 1/4"

MN000028 MNDN-040-LLPV-09-G38-N200 V1,V2,C1,C2,T: G 3/8"
C3 : G 1/4"9:1 60-210 bar

(850-3000 psi)
63 bar/turn
(900 psi/turn)

Start:
Brake:

300 bar (4300 psi)
  90 bar (1300 psi)

100-300 bar
(1400-4300 psi)

119 bar/turn
(1700 psi/turn)

Start:
Brake:

300 bar (4300 psi)
120 bar (1700 psi)

V2-C2

C2-V2

C3V2

T

V1

C1C2

For other configurations/quick codes not available in this catalogue page please
consult factory

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

2,76 kg

300 bar

See technical spec.
 

40 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS
(4300 psi)

(11 gpm)

(6,09 lbs)

Dimensions: mm [inches]

MNDN-040-LLPV-09-G38-N300MN000019

MNDN-040-LLPV SOFT STOP
DUAL SETTING
WITH BRAKE RELEASE

Revision B1

Setting: at least 1.3 times the load induced pressure.

Aluminium

Adjustment 
range

Pressure
increaseDescriptionQuick

code

ORDERING CODES
Standard

setting
Q=5 l/min (1,3 gpm)

Pilot ratio Main ports size
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index index

0 48 120967224

6,4 19,2 25,6 3212,80 gpm

 l/min
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0
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10 0,39

21 0,83

61 2,40
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2,

83

128 5,0467,3 2,65 45,5 1,79

64
2,

52

C1

C2

V1

V2

36
1,

42
92

3,
62

4,5 0,18
90 3,54

25 0,98

65 2,56

12
8

5,
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8
0,

31
6,

5
0,

26

20
0,

79

35
1,

38

N°2 Holes M10 

99 3,90

25
0,

98

99 3,90

25
0,

98

V1,V2,C1,C2: G 3/4"
T: G 1/2" ; C3: G 1/4"8:1

8:1 V1,V2,C1,C2: G 3/4"
T: G 1/2" ; C3: G 1/4"MN000001 MNDN-120-LLPV-08-G34-N200

MN000018 MNDN-120-LLPV-03-G34-N300

MNDN-120-LLPV-03-G34-N200

3:1

3:1

V1,V2,C1,C2: G 3/4"
T: G 1/2" ; C3: G 1/4"
V1,V2,C1,C2: G 3/4"
T: G 1/2" ; C3: G 1/4"MN000048

V2-C2

C2-V2

100-300 bar
(1400-4300 psi)

111 bar/turn
(1600 psi/turn)

Start:
Brake:

300 bar (4300 psi)
120 bar (1700 psi)

70-210 bar
(1000-3000 psi)

73 bar/turn
(1000 psi/turn)

Start:
Brake:

180 bar (2600 psi)
  90 bar (1300 psi)

180 bar (2600 psi)
  90 bar (1300 psi)

Start:
Brake:

73 bar/turn
(1000 psi/turn)

70-210 bar
(1000-3000 psi)

300 bar (4300 psi)
120 bar (1700 psi)

Start:
Brake:

111 bar/turn
(1600 psi/turn)

100-300 bar
(1400-4300 psi)

C3V2

T

V1

C1C2

For other configurations/quick codes not available in this catalogue page please
consult factory

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

5,12 kg

300 bar

See technical spec.
 

120 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS
(4300 psi)

(32 gpm)

(11,29 lbs)

Dimensions: mm [inches]

MNDN-120-LLPV-08-G34-N300MN000010

MNDN-120-LLPV SOFT STOP
DUAL SETTING
WITH BRAKE RELEASE

Revision D1

Setting: at least 1.3 times the load induced pressure.

Aluminium

Adjustment 
range

Pressure
increaseDescriptionQuick

code

ORDERING CODES
Standard

setting
Q=5 l/min (1,3 gpm)

Pilot ratio Main ports size
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index index
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1
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8:1 V1,V2,C1,C2 : G1"
T : G1/2"; C3 : G 1/4"

C2 C1

V1

T

V2 C3

V2-C2

C2-V2

100-300 bar
(1400-4300 psi)

65 bar/turn
(900 psi/turn)

Start:
Brake:

300 bar (4300 psi)
120 bar (1700 psi)

For other configurations/quick codes not available in this catalogue page please
consult factory

150 - 1200 years: See technical spec.MTTFd:

CURVES

Manifold:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

9,81 kg

300 bar

See technical spec.
 

200 l/min

Weight:

NOTES

MOTION CONTROL

SPECIFICATIONS
(4300 psi)

(53 gpm)

(21,63 lbs)

Dimensions: mm [inches]

MNDN-200-LLPV-08-G10-N300MN000022

MNDN-200-LLPV SOFT STOP
DUAL SETTING
WITH BRAKE RELEASE

Revision C1

Setting: at least 1.3 times the load induced pressure.

Aluminium

Adjustment 
range

Pressure
increaseDescriptionQuick

code

ORDERING CODES
Standard

setting
Q=5 l/min (1,3 gpm)

Pilot ratio Main ports size
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